
 

Specifications: 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

Mini-LS-0200 

 
LS-0200 

    * Min. S.G. = Minimum Liquid Specific Gravity 
 
 
Float Options: 
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Part # Mounting Stem 
Material 

Float 
Material 

Float 
Option 

Contact 
Rating 

Min. 
S.G.* 

Max 
Pressure Operating Temp 

0200-0091 1/8 NPT Polypro  A   20VA SPS     0.90    100 PSIG    -40º F to +176º F 
0200-0203 3/8-16 UNC  Polypro  C   10VA SPST    0.90     50 PSIG     Max 221º F 

Part # Mounting Stem 
Material 

Float 
Material 

Float 
Option 

Contact 
Rating 

Min. 
S.G.* 

Max 
Pressure Operating Temp 

0200-0140 1/8 NPT Polypro  Polypro  D   20VA SPST    0.90   150 PSIG     -40º F to +176º F 
0200-0205 1/8 NPT Polypro  Polypro  B   50VA SPST    0.90   150 PSIG     -40º F to +176º F 
0200-0207 3/8-16 UNC Polypro  Polypro  A  50VA SPST     0.90   150 PSIG   -40º F to +176º F  
0200-0228 1/8 NPT PVC  Polypro  D  50VA SPST     0.90   150 PSIG   -40º F to +176º F  
0200-0246 3/8-16 UNC Polypro  Polypro  C  10VA SPST     0.90     50 PSIG      -40º F to +225º F 
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Royce Industries offers many standard Single Point Liquid Level Sensors.  
The tables below show some of the configurations available.  Royce can 
also custom design level switches that meet your specific requirements. 
 
All level switches are highly reliable and are very repeatable in both the 
Normally Open (NO) or Normally Closed (NC) float position. 
 
Features: 
 

• Compact (Mini) or standard sizes 
• Magnetic float switch technology  
• High reliability   
• Operation: (NC) or (NO) 
• Custom designs available 
 

 
 
 
 
 

Single-Point Level Sensors   ( Miniature and Small Plastics ) 

Polypro
Polypro


